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Abstract
The Modular Multilevel Matrix Converter (M3C) performs a direct three-phase AC to AC power
conversion and is highly suitable for medium voltage high power drive applications. One area of
application are high speed drives such as compressors. However, additional balancing power
components which reduce the output power capability of the M3C when input and output fre-
quencies are similar occur. This paper analytically examines the operation behavior and power
capability in these operation points in order to assess whether the M3C can generate these
additional components without oversizing the converter’s components. Subsequently, the the-
oretical evaluation is verified by a laboratory scaled prototype with a rated power of 15 kW.
1. Fundamentals of the M3C topology
subconverter 1
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(a) schematic circuit diagram of the M3C
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normalised maximal energy pulsation
(b) normalized pulsating energy
over the frequency range with
ν = ωout / ωin and Mload ∼ n2
Fig. 1
Figure 1 a) shows the schematic structure of the overall system with the AC-grid, the Modular
Multilevel Matrix Converter (M3C) and an AC machine. The M3C is composed of 3 subcon-
verters. Each subconverter connects the three input phases to one of the output phases, using
converter arms and arm inductances L. The converters consist of N series connected cells in
H-bridge configuration. Each cell has a capacitor Cxyz (x: input phase, y: output phase, z: cell
number) and is able to generate a voltage of −
∑N
z=1 uCxyz ≤ uxy ≤
∑N
z=1 uCxyz.
The M3C has been proven suitable for low frequency high torque drive applications [1] and
for high speed drive applications [2]. Figure 1 (b) shows the normalized total energy pulsa-
tions ||∆ w|| over the positive frequency range when driving a machine with ωN = 2 ωi and
a quadratic load characteristic. The converter’s components are designed for the nominal op-
eration point of the driven machine. The maximum energy pulsation at ωo ≈ ωi is a criterion
for dimensioning the cell capacitors. However, when ωo ≈ ωi, additional low frequent power
components occur. They have to be compensated in order to reduce the total ∆ w. Using the
control strategies presented in [3] and [4], additional balancing currents and a zero sequence
voltage are generated to ensure stable operation at ωo ≈ ωi. The maximum current in each
arm is limited by semiconductors and designed for the nominal operation point of the machine.
In order to determine the available performance at ωo ≈ ωi, the maximum balancing power
and current limits are calculated and verified with a laboratory scaled prototype with a rated
power of P = 15kW and N = 5 cells per converter arm.
2. Fundamentals of the M3C control strategy
The M3C is a highly complex topology with several degrees of freedom that need to be con-
sidered adequately when implementing a control scheme. First, the 9 arm currents need to be
controlled in order to drive the load machine and exchange power with the feeding grid. There
are 8 degrees of freedom and the constraint
∑
ixy = 0. Secondly, the converter’s energy must
be distributed equally among all capacitors. The control scheme presented in [3] separates the
modulation of each arm from the converter control. The equivalent circuit diagram is shown in
Figure 1(a). With this analysis, the important power components are identified and examined
when driving a high speed machine.
2.1. Arm converter power control
In [3] a new control scheme based on a transformed arm power analysis is presented. The
measured currents and capacitor voltages can be transformed so that a decoupled control of
the input side, the output side and two inner components is possible. The power for each arm
can be calculated with the arm voltage and arm current pxy = uxy · ixy. For converter arm 11
the resulting power component is






+ id1,α + id2,α) (1)
The resulting arm power consists of the α-components of the input voltage ui, the output voltage
uo and the zero sequence voltage u0 multiplied by the sum of the α-components of the input
current ii3 , the output current
io
3 and the internal currents id1 and id2. The calculated arm powers
are also transformed with respect to the rules in [3]. Due to the different frequencies occurring
in the power components, some must be considered separately during operation with similar
input and output frequencies (see section 2.2).
2.2. Operational management when feeding a high frequency drive
The M3C preforms a direct 3AC-3AC energy conversion. It is suitable for driving machines
whose nominal frequency is larger than the input frequency [2]. When running up the machine,
the point of similar input and output frequency has to be overcome. At that point the frequency
of inner reactive power components become low frequent and cause a large energy fluctuation
in the cell capacitors. These components have to be compensated in order to assure stable
operation of the M3C. According to the transformation in [3] and assuming sinusoidal functions





ÛiÎd2 cos(γi + γd2)−
1
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ÛoÎd2 cos(γo + γd2) +
1
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ÛiÎo cos(−γi + γo + ϕo)−
1
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ÛiÎd1 sin(−γi + γd1)−
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ÛoÎd1 sin(γo + γd1) +
1
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ÛiÎo sin(γi + γo + ϕo)−
1
6
ÛoÎi sin(γo + γi − ϕi) (5)
The second line in each of the equations (2)-(5) is defined by the feeding grid and load machine.
The power components depend on the input voltage Ûi, current Îi and phase shift ϕi as well as
the output voltage Ûo, current Îo and phase shift ϕo. These components become low frequent
and cause energy fluctuations during operation with ωi ≈ ωo. Therefore, they have to be
compensated. Otherwise stable operation of the M3C can not be guaranteed. The first line
of the equations can be controlled separately. Using the internal currents Îd1 and Îd2 and the
zero sequence voltage Û0, these components compensate the low frequent reactive power(see
section 3.2) and assure stable operation of the M3C.
3. Operation points with similar input and output frequencies
3.1. Compensation of power components
As discussed in 2.2, low frequent reactive power components occur during operation with simi-
lar input and output frequencies. An analytical discussion for compensating these components
is presented. The following discussion is only focusing on inner power component 1 pd1,αβ
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− 2ÛiÎoÛoÎi · cos(ϕi + ϕo) (6)
Several assumptions are made:
• losses are neglected
• the ratio between input voltage Ûi and output voltage Ûo is ku
• the ratio beween the output power So and the nominal output power So,N = 16 Ûo,NÎo,N is s
• the worst-case-scenario of the maixmal balancing power is considered













































2(ϕo)− 2 cos(ϕi) cos(ϕo) cos(ϕi + ϕo) (8)
Equation (8) shows the power component that has to be compensated in order to overcome the
point of similar input and output frequency to accelerate a load machine to nominal frequen-
cies beyond the input frequency. According to equation (2) to (5) the superposition of the low
frequent components results in a sinusoidal reactive power component with an amplitude pbal
and a frequency ωbal, which is not considered because of the worst-case consideration. pbal
provides information whether the pulsating power components can be compensated without
oversizing the converter. In addition, the generation of the balancing power must be consid-
ered with respect to the current and voltage capability of the converter (see section 3.2).
3.2. Generation of the balancing power components
[3] and [5, 4] show control techniques that allow the compensation of the balancing power pbal
from equation (8). In [3] the balancing power is generated with an balancing current ibal,[3] and a
zero sequence voltage u0. The zero sequence voltage is a degree of freedom when the neutral
points of the input and output side are not connected and a common mode voltage is allowed on
both sides. [4] presents a method where the power is generated with an internal current ibal,[4]
and the output voltage uo. The arm currents of the M3C are composed of iarm = ii3 +
io
3 + ibal.
The semiconductors of the converter arms are designed for nominal operation of the machine.




3 . Normalised on the nominal
output power, the maximum amplitude of the arm current is given by |Îarm,max| = 0.67. With
both proposed controlling methods, the balancing power from equation (8) can be generated.
Depending on the operational conditions, either method [3] or [4] may be used. The resulting





































The balancing current is an additional current that reduces the output current capability when
driving a load with similar input and output frequency. A converter, designed for nominal op-
eration of a high speed drive, is able to accelerate this machine without oversizing the semi-
conductors if the maximum arm current is not exceeded during operation with similar input and
output frequencies.



















Fig. 2: low voltage laboratory prototype of the M3C with PN = 15kW, signal processing unit and load
machine/resistive load
Figure 2 (a) shows the laboratory setup for measurement and verification of the theoretical
discussion. The low voltage prototype has a rated power of PN = 15kW. It consists of N =
9 · 5 = 45 cells with a local microcontroller (dsPIC from Microchip) in each cell. They are
connected via optical fiber to a FPGA (Altera) as central modulation unit. The control scheme
presented in [3, 6, 7] is programmed on a TMS320C6748 digital signal processor unit from
Texas Instruments. The period of the control algorithm is Tctrl = TPWM = 1fPWM = 125µs. The
prototype can feed an AC-machine (depicted in figure 2) or a resistive load. The prototype
operates over the whole frequency range[3] and is used to verify the results presented in this
paper.


























































ϕi = 0 ϕi = 25.8 °
constant voltage ratio
← measured values
normalised balancing power p
bal
Fig. 3: a)-e) measurements of the laboratory prototype with a passive load at ωo = 50Hz, s ≈ 0.29,
ϕi = 0 and ku ≈ 0.5, short time averaged values at TA = 1fPWM =
1
8kHz , f) compares the calculated and
actual balancing power components at different ϕi = 0
Figure 3 shows experimental results from a laboratory prototype of the M3C [1] to verify the
results from equation (8). The phase shift on the output side ϕo is defined by the load. The
phase shift on the input side ϕi is a degree of freedom. In order to generate the balancing
power, additional voltages and internal currents are necessary. The sum of the normalised
output power so and balancing power pbal must not exceed 1 to avoid an oversizing of the
converter components. Figure 3 a)-d) depict the measured input and output values of the M3C
laboratory prototype at ωo = 50Hz and a passive load. The output phase shift is ϕo = 0.
The output power is Po = 0.29 · Po,N = 4.35kW . Figure 3 e) shows the internal balancing
currents. The additional balancing power is generated with the DC zero sequence voltage u0
and the internal balancing currents. Figure 3 f) compares the theoretical balancing power pbal
in equation (8) and the measured power. Additionally, the effect of different phase shifts ϕi on
the input side are examined.
The M3C is a symmetric system. Reactive power, either on the input or the output side, results
in an additional balancing power when ωi ≈ ωo. The discrepancy between the theoretical and
measured balancing power in Figure 3 f) is only approx. 4% and results from the assumption
of ideal conditions, e.g. neglecting losses. The results therefore verify the analytical discussion
of the balancing power.
4.2. Maximum output current capability with additional balancing current
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measured values
Fig. 4: normalised arm currents (iarm = ii3 +
io
3 + ibal) according to [3] and [4] at constant output voltage
ratio ku ≈ 0.5 and different output powers.
Figure 4 depicts the normalized arm currents iarm = ii3 +
io
3 + ibal. The output voltage ra-
tio is constant ku ≈ 0.5. Assuming a quadratic load characteristic, the maximum arm current
|Îarm,max| (dashed yellow line) is not reached. Therefore the remaining arm current capability
can be used to generate additional output current when operating at similar input and output
frequencies. Transferred to a drive application, the additional current can generate an accel-
eration torque e.g. for accelerating the AC machine to its nominal speed without oversizing
the semiconductors. Measurements with different output currents verify that additional output
power can be provided.
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Fig. 5: short time averaged measurements with the prototype when driving a machine and a quadratic
load profile. In addition the balancing, input and output currents
In Figure 5, an acceleration of an induction machine from n0 = 1000min−1 to n1 = 1900min−1
is shown. The load is a converter-fed DC machine with a quadratic load profile. During acceler-
ation, the point of similar input and output frequency must be overcome. Therefore, additional
internal currents are produced to compensate the power components from equation (8). The
maximum arm current is never exceeded. It reaches its maximum value (iarm,max = 20A) where
the output frequency is similar to the input frequency and where nIM = n1. The machine can
be accelerated without oversizing the converters semiconductors.
5. Conclusion
This paper presents an analytical solution for the performance of the Modular Multilevel Matrix
Converter (M3C) in operation points for similar input and output frequencies. The necessary
balancing power and the effect on the limit of the arm currents are calculated. A laboratory
scaled prototype with a rated power of 15 kW demonstrates the outstanding performance of the
M3C. With this results, the M3C is suitable for high speed drive applications where ωN = 2ωi and
a quadratic load characteristic. The current limits allow additional output currents to accelerate
a load machine to its nominal speed. Subsequently, the cell capacitors and semiconductors
of the M3C do not have to be oversized in order to accelerate a machine with a high nominal
frequency e.g. for compressor applications.
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